GENERAL NOTE
PROPOSED MANHOLES SHALL

BE LOCATED A MAXIMUM 500 FT. APART.
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N 7‘\3\ A. REMOVE EXISTING BRICK PAVERS AND INSTALL 3 IN. SCHEDULE 80. -
° - RIGID POLYVINYL CHLORIDE ELECTRICAL CONDUIT (TRENCHED) AND
O B RESET BRICK PAVERS. INSTALL 12-PAIR COMMUNICATION CABLE.
N . | B. USE PROPOSED CONDUIT. INSTALL 12-PAIR COMMUNICATION CABLE.
o n ~ (SEE SIGNAL PLAN) : ‘
O | i C. USE PROPOSED HANDHOLE. INSTALL 12-PAIR COMMUNICATION CABLE.
- © (SEE SIGNAL PLAN)
B | D. USE PROPOSED BASE MOUNTED CABINET AND CONTROLLER. INSTALL
, o : 12 PAIR COMMUNICATION CABLE. (SEE SIGNAL PLAN)
< : E. DIRECTIONAL BORE 3 IN. SCHEDULE 80, RIGID POLYVINYL CHLORIDE Qo
= ELECTRICAL CONDUIT. INSTALL 12-PAIR COMMUNICATION CABLE. 2
O F. INSTALL ELECTRICAL MANHOLE. S
I — | G. INSTALL 3 IN. SCHEDULE 80, RIGID POLYVINYL CHLORIDE ELECTRICAL TELEPHONE  20'- 8" o
CONDUIT (SLOTTED). INSTALL 12-PAIR COMMUNICATION CABLE. TELEPHONE 21’- 0 5
H. USE EXISTING CONDUIT. INSTALL 12-PAIR COMMUNICATION CABLE. TELEPHONE 23’2
J. USE EXISTING HANDHOLE. INSTALL 12-PAIR COMMUNICATION CABLE. gé&éﬁowv %‘8‘? =z
K. USE EXISTING BASE MOUNTED CABINET AND CONTROLLER. INSTALL - =
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